
Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male
Basic NPT F

Part No. in. Hex
-1-HN 1/16 1.01 [25.7] 0.12 [3] 3/8 11000 [758] 5500 [379]

-2-HN 1/8 1.01 [25.7] 0.19 [4.8] 7/16 10000 [689] 5000 [345]

-4-HN 1/4 1.40 [35.6] 0.28 [7.1] 9/16 8000 [552] 4000 [276]

-6-HN 3/8 1.43 [36.3] 0.38 [9.7] 11/16 7800 [538] 3900 [269]

-8-HN 1/2 1.84 [46.7] 0.47 [11.9] 7/8 7700 [531] 3850 [265]

-12-HN 3/4 1.84 [46.7] 0.62 [15.7] 1-1/16 7300 [503] 3650 [252]

-16-HN 1 2.32 [58.9] 0.88 [22.4] 1-3/8 5300 [365] 2650 [183]

-20-HN 1-1/4 2.41 [61.2] 1.09 [27.7] 1-3/4 3500 [241] 1750 [121]

-24-HN 1-1/2 2.61 [66.3] 1.34 [34] 2 2900 [200] 1450 [100]

-32-HN 2 2.82 [71.6] 1.81 [46] 2-3/4 2200 [152] 1100 [76]

-4-HN-XK 1/4 1.40 [35.6] 0.23 [5.8] 9/16

-8-HN-XK 1/2 1.84 [46.7] 0.39 [9.9] 7/8

RELYLOK P - Male
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-HN 1/16 1.01 [25.7] 0.12 [3] 3/8 11000 [758] 5500 [379]

-2PT-HN 1/8 1.01 [25.7] 0.19 [4.8] 7/16 10000 [689] 5000 [345]

-4PT-HN 1/4 1.40 [35.6] 0.28 [7.1] 9/16 8000 [552] 4000 [276]

-6PT-HN 3/8 1.43 [36.3] 0.38 [9.7] 11/16 7800 [538] 3900 [269]

-8PT-HN 1/2 1.84 [46.7] 0.47 [11.9] 7/8 7700 [531] 3850 [265]

-12PT-HN 3/4 1.84 [46.7] 0.62 [15.7] 1-1/16 7300 [503] 3650 [252]

-16PT-HN 1 2.32 [58.9] 0.88 [22.4] 1-3/8 5300 [365] 2650 [183]

-20PT-HN 1-1/4 2.41 [61.2] 1.09 [27.7] 1-3/4 3500 [241] 1750 [121]

-24PT-HN 1-1/2 2.61 [66.3] 1.34 [34] 2 2900 [200] 1450 [100]

-32PT-HN 2 2.82 [71.6] 1.81 [46] 2-3/4 2200 [152] 1100 [76]

-4PT-HN-XK 1/4 1.40 [35.6] 0.23 [5.8] 9/16

-8PT-HN-XK 1/2 1.84 [46.7] 0.39 [9.9] 7/8

10000 psig [689 bar]

10000 [689] NA

Hex Nipples

Male NPT

A E
Max. Working Pressure

psig [bar]
BrassSS & CSin. [mm] in. [mm]

[689]

10000 psig [689 bar]

NA10000

See Ordering Information and Technical Specifications on page 2.

Male BSP/ISO taper (PT)

Max. Working Pressure
A E psig [bar]

in. [mm] in. [mm] SS & CS Brass
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male P1 - Male
Basic NPT BSPT/ISOT F

Part No. in. in. Hex
-1-HN-1PT 1/16 1/16 1.01 [25.7] 0.12 [3] 3/8 11000 [758] 5500 [379]

-2-HN-2PT 1/8 1/8 1.01 [25.7] 0.19 [4.8] 7/16 10000 [689] 5000 [345]

-4-HN-4PT 1/4 1/4 1.40 [35.6] 0.28 [7.1] 9/16 8000 [552] 4000 [276]

-6-HN-6PT 3/8 3/8 1.43 [36.3] 0.38 [9.7] 11/16 7800 [538] 3900 [269]

-8-HN-8PT 1/2 1/2 1.84 [46.7] 0.47 [11.9] 7/8 7700 [531] 3850 [265]

-12-HN-12PT 3/4 3/4 1.84 [46.7] 0.62 [15.7] 1-1/16 7300 [503] 3650 [252]

-16-HN-16PT 1 1 2.32 [58.9] 0.88 [22.4] 1-3/8 5300 [365] 2650 [183]

-20-HN-20PT 1-1/4 1-1/4 2.41 [61.2] 1.09 [27.7] 1-3/4 3500 [241] 1750 [121]

-24-HN-24PT 1-1/2 1-1/2 2.61 [66.3] 1.34 [34] 2 2900 [200] 1450 [100]

-32-HN-32PT 2 2 2.82 [71.6] 1.81 [46] 2-3/4 2200 [152] 1100 [76]

See Ordering Information and Technical Specifications on page 2.

A E psig [bar]
in. [mm] in. [mm] SS & CS Brass

Hex Nipples

Male NPT to Male BSP/ISO taper (PT)

Max. Working Pressure
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male P1 - Male
Basic NPT BSPP/ISOP F

Part No. in. in. Hex
-2-HN-2PS 1/8 1/8 1.07 [27.2] 0.16 [4.1] 9/16 9100 [627] 4550 [314]

-4-HN-4PS 1/4 1/4 1.44 [36.6] 0.23 [5.8] 3/4 7500 [517] 3750 [259]

-6-HN-6PS 3/8 3/8 1.47 [37.3] 0.31 [7.9] 7/8 7200 [496] 3600 [248]

-8-HN-8PS 1/2 1/2 1.75 [44.5] 0.47 [11.9] 1-1/16 6600 [455] 3300 [228]

-12-HN-12PS 3/4 3/4 1.93 [49] 0.62 [15.7] 1-5/16 6400 [441] 3200 [221]

-16-HN-16PS 1 1 2.23 [56.6] 0.78 [19.8] 1-5/8 4600 [317] 2300 [159]

RELYLOK P - Male P1 - Male
Basic BSPT/ISOT BSPP/ISOP F

Part No. in. in. Hex
-2PT-HN-2PS 1/8 1/8 1.07 [27.2] 0.16 [4.1] 9/16 9100 [627] 4550 [314]

-4PT-HN-4PS 1/4 1/4 1.44 [36.6] 0.23 [5.8] 3/4 7500 [517] 3750 [259]

-6PT-HN-6PS 3/8 3/8 1.47 [37.3] 0.31 [7.9] 7/8 7200 [496] 3600 [248]

-8PT-HN-8PS 1/2 1/2 1.75 [44.5] 0.47 [11.9] 1-1/16 6600 [455] 3300 [228]

-12PT-HN-12PS 3/4 3/4 1.93 [49] 0.62 [15.7] 1-5/16 6400 [441] 3200 [221]

-16PT-HN-16PS 1 1 2.23 [56.6] 0.78 [19.8] 1-5/8 4600 [317] 2300 [159]

*E is the minimum opening. These fittings may have a larger opening at one end.

E* psig [bar]

Hex Nipples

See Ordering Information and Technical Specifications on page 2.

Male NPT to Male BSP/ISO parallel (PS)

Male BSP/ISO taper (PT) to Male BSP/ISO parallel (PS)

in. [mm] in. [mm] SS & CS Brass

PS designated BSP/ISO parallel threads require a gasket for sealing. See page 36 for PS gaskets.

A

A
in. [mm]

Max. Working Pressure

E*

in. [mm]

Max. Working Pressure
psig [bar]

BrassSS & CS
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male S - Male
Basic NPT SAE/MS F

Part No. in. in. Hex
-4-HN-4S 7/16-20 1.20 [30.5] 0.20 [5.1] 9/16

-4-HN-6S 9/16-18 1.26 [32] 0.28 [7.1] 11/16

-6-HN-6S 9/16-18 1.26 [32] 0.28 [7.1] 11/16 5000 [345] 2500 [172]

-6-HN-8S 3/4-16 1.34 [34] 0.38 [9.7] 7/8 4500 [310] 2250 [155]

-8-HN-8S 3/4-16 1.53 [38.9] 0.42 [10.7] 7/8 4500 [310] 2250 [155]

-8-HN-12S 7/8-14 1.63 [41.4] 0.47 [11.9] 1 3600 [248] 1800 [124]

-12-HN-12S 1 1/16-12 1.75 [44.5] 0.62 [15.7] 1-1/4 3600 [248] 1800 [124]

-12-HN-16S 1 5/16-12 1.81 [46] 0.72 [18.3] 1-1/2 3000 [206] 1500 [103]

-16-HN-16S 1 1 5/16-12 2.00 [50.8] 0.88 [22.4] 1-1/2 3000 [206] 1500 [103]

RELYLOK P - Male S - Male
Basic BSPT/ISOT SAE/MS F

Part No. in. in. Hex
-4PT-HN-4S 7/16-20 1.20 [30.5] 0.20 [5.1] 9/16

-4PT-HN-6S 9/16-18 1.26 [32] 0.28 [7.1] 11/16

-6PT-HN-6S 9/16-18 1.26 [32] 0.28 [7.1] 11/16 5000 [344] 2500 [172]

-6PT-HN-8S 3/4-16 1.34 [34] 0.38 [9.7] 7/8 4500 [310] 2250 [155]

-8PT-HN-8S 3/4-16 1.53 [38.9] 0.42 [10.7] 7/8 4500 [310] 2250 [155]

-8PT-HN-12S 7/8-14 1.63 [41.4] 0.47 [11.9] 1 3600 [248] 1800 [124]

-12PT-HN-12S 1 1/16-12 1.75 [44.5] 0.62 [15.7] 1-1/4 3600 [248] 1800 [124]

-12PT-HN-16S 1 5/16-12 1.81 [46] 0.72 [18.3] 1-1/2 3000 [206] 1500 [103]

-16PT-HN-16S 1 1 5/16-12 2.00 [50.8] 0.88 [22.4] 1-1/2 3000 [206] 1500 [103]

See Ordering Information and Technical Specifications on page 2.

1/2

3/4

1/4 5000

3/8

[345] 2500 [172]

Male NPT to Male SAE/MS straight thread (S)

Male BSP/ISO taper (PT) to Male SAE/MS straight thread (S)

in. [mm] in. [mm] SS & CS Brass

1/4

3/8

1/2

3/4

5000 2500

Max. Working Pressure

A E psig [bar]

Hex Nipples

Max. Working Pressure

A
in. [mm]

E
in. [mm]

psig [bar]
BrassSS & CS

[345] [172]
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