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Features
•  High-quality appearance and finish.
•  Precision machined threads ensure maximum engagement and perfect sealing.
•  Smooth bores and internal finshes provide vibration free performance even at high pressures.
•  Material grade, thread and brand marked for easy identification.
•  Threads supplied capped for protection.
•  Threads caps are colour coded for quick thread identification.

RELYLOK
  Instrumentation Pipe and Adapter Fittings
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Instrumentation Pipe and Adapter Fittings

Material Designator Material
316 Stainless steel SS 316 Stainless steel
304 Stainless steel S4 304 Stainless steel
Carbon Steel CS Carbon Steel
Brass  BR Brass

Material Forgings
316 Stainless steel ASTM/ASME A182
304 Stainless steel ASTM/ASME A182
Carbon steel ASTM A105
Brass BS 218, ASTM B283

Thread
NPT
BSP/ISO taper
BSP/ISO parallel
SAE/MS (Unified)

Platings and Coatings
Carbon steel fittings are supplied trivalent zinc electroplated as standard to resist corrosion. Other platings are 
available. Brass fittings can be supplied with various platings. Please contact us for your requirements.

PTFE (Teflon) tape or anaerobic thread sealant is required to seal tapered threads (NPT & BSP/ISO taper). Do NOT 
use PTFE (Teflon) tape for sealing parallel threads (BSP/ISO parallel, SAE & ISO metric).

Thread Sealant

Dimensions
All dimensions shown are in inches 
[mm] and are for reference only. 
Subject to change without notice.

ASME B1.1

Standards

Sealing Gaskets
PS and PG designated BSP/ISO parallel threads require gaskets for sealing. See page 36 for PS & PG gaskets.

ASTM A276, ASME SA479, EN 1.4301
ASTM A108

ANSI B1.20.1, SAE AS71051
ISO 7, BIS EN 10226-1, JIS B0203

ISO 228, BS 2779, JIS B0202

Thread Standards

IS 319, BS 249, ASTM B16,

XK Fittings
High pressure 10000 psig [689 bar] -XK designated fittings are not available in Brass.

Ordering Information & Technical Specifications

How to Order

Material Standards

ASTM A276, ASME SA479, EN 1.4401

Material Allowable Stress Values

Allowable Stress Value
20000 psig [1378 bar]
20000 psig [1378 bar]
20000 psig [1378 bar]
10000 psig [689 bar]

Add the material designator to 
the basic part number. Example: 
SS-4-HN.

Pressure ratings shown in this catalogue are based on 
stress values as per ASME B31.3, Code for Pressure 
Piping. 

Bars

Contact us for other material options.
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Instrumentation Pipe and Adapter Fittings

See Ordering Information and Technical Specifications on page 2.
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Instrumentation Pipe and Adapter Fittings

See Ordering Information and Technical Specifications on page 2.
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male
Basic NPT

Part No. in.
-1-CN 1/16 0.75 [19.1] 0.12 [3] 11000 [758] 5500 [379]

-2-CN 1/8 0.75 [19.1] 0.19 [4.8] 10000 [689] 5000 [345]

-4-CN 1/4 1.12 [28.4] 0.28 [7.1] 8000 [552] 4000 [276]

-6-CN 3/8 1.12 [28.4] 0.38 [9.7] 7800 [538] 3900 [269]

-8-CN 1/2 1.50 [38.1] 0.47 [11.9] 7700 [531] 3850 [265]

-12-CN 3/4 1.50 [38.1] 0.62 [15.7] 7300 [503] 3650 [252]

-16-CN 1 1.88 [47.8] 0.88 [22.4] 5300 [365] 2650 [183]

RELYLOK P - Male
Basic BSPT/ISOT

Part No. in.
-1PT-CN 1/16 0.75 [19.1] 0.12 [3] 11000 [758] 5500 [379]

-2PT-CN 1/8 0.75 [19.1] 0.19 [4.8] 10000 [689] 5000 [345]

-4PT-CN 1/4 1.12 [28.4] 0.28 [7.1] 8000 [552] 4000 [276]

-6PT-CN 3/8 1.12 [28.4] 0.38 [9.7] 7800 [538] 3900 [269]

-8PT-CN 1/2 1.50 [38.1] 0.47 [11.9] 7700 [531] 3850 [265]

-12PT-CN 3/4 1.50 [38.1] 0.62 [15.7] 7300 [503] 3650 [252]

-16PT-CN 1 1.88 [47.8] 0.88 [22.4] 5300 [365] 2650 [183]

See Ordering Information and Technical Specifications on page 2.

Close Nipples

Male NPT

Male BSP/ISO taper (PT)

Max. Working Pressure

E
in. [mm] in. [mm]

Max. Working Pressure
psig [bar]

BrassSS & CS
A

A E psig [bar]
in. [mm] in. [mm] SS & CS Brass
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male
Basic NPT F

Part No. in. Hex
-1-HN 1/16 1.01 [25.7] 0.12 [3] 3/8 11000 [758] 5500 [379]

-2-HN 1/8 1.01 [25.7] 0.19 [4.8] 7/16 10000 [689] 5000 [345]

-4-HN 1/4 1.40 [35.6] 0.28 [7.1] 9/16 8000 [552] 4000 [276]

-6-HN 3/8 1.43 [36.3] 0.38 [9.7] 11/16 7800 [538] 3900 [269]

-8-HN 1/2 1.84 [46.7] 0.47 [11.9] 7/8 7700 [531] 3850 [265]

-12-HN 3/4 1.84 [46.7] 0.62 [15.7] 1-1/16 7300 [503] 3650 [252]

-16-HN 1 2.32 [58.9] 0.88 [22.4] 1-3/8 5300 [365] 2650 [183]

-20-HN 1-1/4 2.41 [61.2] 1.09 [27.7] 1-3/4 3500 [241] 1750 [121]

-24-HN 1-1/2 2.61 [66.3] 1.34 [34] 2 2900 [200] 1450 [100]

-32-HN 2 2.82 [71.6] 1.81 [46] 2-3/4 2200 [152] 1100 [76]

-4-HN-XK 1/4 1.40 [35.6] 0.23 [5.8] 9/16

-8-HN-XK 1/2 1.84 [46.7] 0.39 [9.9] 7/8

RELYLOK P - Male
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-HN 1/16 1.01 [25.7] 0.12 [3] 3/8 11000 [758] 5500 [379]

-2PT-HN 1/8 1.01 [25.7] 0.19 [4.8] 7/16 10000 [689] 5000 [345]

-4PT-HN 1/4 1.40 [35.6] 0.28 [7.1] 9/16 8000 [552] 4000 [276]

-6PT-HN 3/8 1.43 [36.3] 0.38 [9.7] 11/16 7800 [538] 3900 [269]

-8PT-HN 1/2 1.84 [46.7] 0.47 [11.9] 7/8 7700 [531] 3850 [265]

-12PT-HN 3/4 1.84 [46.7] 0.62 [15.7] 1-1/16 7300 [503] 3650 [252]

-16PT-HN 1 2.32 [58.9] 0.88 [22.4] 1-3/8 5300 [365] 2650 [183]

-20PT-HN 1-1/4 2.41 [61.2] 1.09 [27.7] 1-3/4 3500 [241] 1750 [121]

-24PT-HN 1-1/2 2.61 [66.3] 1.34 [34] 2 2900 [200] 1450 [100]

-32PT-HN 2 2.82 [71.6] 1.81 [46] 2-3/4 2200 [152] 1100 [76]

-4PT-HN-XK 1/4 1.40 [35.6] 0.23 [5.8] 9/16

-8PT-HN-XK 1/2 1.84 [46.7] 0.39 [9.9] 7/8

10000 psig [689 bar]

10000 [689] NA

Hex Nipples

Male NPT

A E
Max. Working Pressure

psig [bar]
BrassSS & CSin. [mm] in. [mm]

[689]

10000 psig [689 bar]

NA10000

See Ordering Information and Technical Specifications on page 2.

Male BSP/ISO taper (PT)

Max. Working Pressure
A E psig [bar]

in. [mm] in. [mm] SS & CS Brass

6 www.relylok.com



Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male P1 - Male
Basic NPT BSPT/ISOT F

Part No. in. in. Hex
-1-HN-1PT 1/16 1/16 1.01 [25.7] 0.12 [3] 3/8 11000 [758] 5500 [379]

-2-HN-2PT 1/8 1/8 1.01 [25.7] 0.19 [4.8] 7/16 10000 [689] 5000 [345]

-4-HN-4PT 1/4 1/4 1.40 [35.6] 0.28 [7.1] 9/16 8000 [552] 4000 [276]

-6-HN-6PT 3/8 3/8 1.43 [36.3] 0.38 [9.7] 11/16 7800 [538] 3900 [269]

-8-HN-8PT 1/2 1/2 1.84 [46.7] 0.47 [11.9] 7/8 7700 [531] 3850 [265]

-12-HN-12PT 3/4 3/4 1.84 [46.7] 0.62 [15.7] 1-1/16 7300 [503] 3650 [252]

-16-HN-16PT 1 1 2.32 [58.9] 0.88 [22.4] 1-3/8 5300 [365] 2650 [183]

-20-HN-20PT 1-1/4 1-1/4 2.41 [61.2] 1.09 [27.7] 1-3/4 3500 [241] 1750 [121]

-24-HN-24PT 1-1/2 1-1/2 2.61 [66.3] 1.34 [34] 2 2900 [200] 1450 [100]

-32-HN-32PT 2 2 2.82 [71.6] 1.81 [46] 2-3/4 2200 [152] 1100 [76]

See Ordering Information and Technical Specifications on page 2.

A E psig [bar]
in. [mm] in. [mm] SS & CS Brass

Hex Nipples

Male NPT to Male BSP/ISO taper (PT)

Max. Working Pressure
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male P1 - Male
Basic NPT BSPP/ISOP F

Part No. in. in. Hex
-2-HN-2PS 1/8 1/8 1.07 [27.2] 0.16 [4.1] 9/16 9100 [627] 4550 [314]

-4-HN-4PS 1/4 1/4 1.44 [36.6] 0.23 [5.8] 3/4 7500 [517] 3750 [259]

-6-HN-6PS 3/8 3/8 1.47 [37.3] 0.31 [7.9] 7/8 7200 [496] 3600 [248]

-8-HN-8PS 1/2 1/2 1.75 [44.5] 0.47 [11.9] 1-1/16 6600 [455] 3300 [228]

-12-HN-12PS 3/4 3/4 1.93 [49] 0.62 [15.7] 1-5/16 6400 [441] 3200 [221]

-16-HN-16PS 1 1 2.23 [56.6] 0.78 [19.8] 1-5/8 4600 [317] 2300 [159]

RELYLOK P - Male P1 - Male
Basic BSPT/ISOT BSPP/ISOP F

Part No. in. in. Hex
-2PT-HN-2PS 1/8 1/8 1.07 [27.2] 0.16 [4.1] 9/16 9100 [627] 4550 [314]

-4PT-HN-4PS 1/4 1/4 1.44 [36.6] 0.23 [5.8] 3/4 7500 [517] 3750 [259]

-6PT-HN-6PS 3/8 3/8 1.47 [37.3] 0.31 [7.9] 7/8 7200 [496] 3600 [248]

-8PT-HN-8PS 1/2 1/2 1.75 [44.5] 0.47 [11.9] 1-1/16 6600 [455] 3300 [228]

-12PT-HN-12PS 3/4 3/4 1.93 [49] 0.62 [15.7] 1-5/16 6400 [441] 3200 [221]

-16PT-HN-16PS 1 1 2.23 [56.6] 0.78 [19.8] 1-5/8 4600 [317] 2300 [159]

*E is the minimum opening. These fittings may have a larger opening at one end.

E* psig [bar]

Hex Nipples

See Ordering Information and Technical Specifications on page 2.

Male NPT to Male BSP/ISO parallel (PS)

Male BSP/ISO taper (PT) to Male BSP/ISO parallel (PS)

in. [mm] in. [mm] SS & CS Brass

PS designated BSP/ISO parallel threads require a gasket for sealing. See page 36 for PS gaskets.

A

A
in. [mm]

Max. Working Pressure

E*

in. [mm]

Max. Working Pressure
psig [bar]

BrassSS & CS

8 www.relylok.com



Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male S - Male
Basic NPT SAE/MS F

Part No. in. in. Hex
-4-HN-4S 7/16-20 1.20 [30.5] 0.20 [5.1] 9/16

-4-HN-6S 9/16-18 1.26 [32] 0.28 [7.1] 11/16

-6-HN-6S 9/16-18 1.26 [32] 0.28 [7.1] 11/16 5000 [345] 2500 [172]

-6-HN-8S 3/4-16 1.34 [34] 0.38 [9.7] 7/8 4500 [310] 2250 [155]

-8-HN-8S 3/4-16 1.53 [38.9] 0.42 [10.7] 7/8 4500 [310] 2250 [155]

-8-HN-12S 7/8-14 1.63 [41.4] 0.47 [11.9] 1 3600 [248] 1800 [124]

-12-HN-12S 1 1/16-12 1.75 [44.5] 0.62 [15.7] 1-1/4 3600 [248] 1800 [124]

-12-HN-16S 1 5/16-12 1.81 [46] 0.72 [18.3] 1-1/2 3000 [206] 1500 [103]

-16-HN-16S 1 1 5/16-12 2.00 [50.8] 0.88 [22.4] 1-1/2 3000 [206] 1500 [103]

RELYLOK P - Male S - Male
Basic BSPT/ISOT SAE/MS F

Part No. in. in. Hex
-4PT-HN-4S 7/16-20 1.20 [30.5] 0.20 [5.1] 9/16

-4PT-HN-6S 9/16-18 1.26 [32] 0.28 [7.1] 11/16

-6PT-HN-6S 9/16-18 1.26 [32] 0.28 [7.1] 11/16 5000 [344] 2500 [172]

-6PT-HN-8S 3/4-16 1.34 [34] 0.38 [9.7] 7/8 4500 [310] 2250 [155]

-8PT-HN-8S 3/4-16 1.53 [38.9] 0.42 [10.7] 7/8 4500 [310] 2250 [155]

-8PT-HN-12S 7/8-14 1.63 [41.4] 0.47 [11.9] 1 3600 [248] 1800 [124]

-12PT-HN-12S 1 1/16-12 1.75 [44.5] 0.62 [15.7] 1-1/4 3600 [248] 1800 [124]

-12PT-HN-16S 1 5/16-12 1.81 [46] 0.72 [18.3] 1-1/2 3000 [206] 1500 [103]

-16PT-HN-16S 1 1 5/16-12 2.00 [50.8] 0.88 [22.4] 1-1/2 3000 [206] 1500 [103]

See Ordering Information and Technical Specifications on page 2.

1/2

3/4

1/4 5000

3/8

[345] 2500 [172]

Male NPT to Male SAE/MS straight thread (S)

Male BSP/ISO taper (PT) to Male SAE/MS straight thread (S)

in. [mm] in. [mm] SS & CS Brass

1/4

3/8

1/2

3/4

5000 2500

Max. Working Pressure

A E psig [bar]

Hex Nipples

Max. Working Pressure

A
in. [mm]

E
in. [mm]

psig [bar]
BrassSS & CS

[345] [172]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male P1 - Male
Basic NPT NPT F

Part No. in. in. Hex
-2-HRN-1 1/8 1/16 1.01 [25.7] 0.12 [3] 7/16 11000 [758] 5500 [379]

-4-HRN-1 1/16 0.12 [3] 11000 [758] 5500 [379]

-4-HRN-2 1/8 0.19 [4.8] 10000 [689] 5000 [345]

-6-HRN-1 1/16 0.12 [3] 11000 [758] 5500 [379]

-6-HRN-2 1/8 0.19 [4.8] 10000 [689] 5000 [345]

-6-HRN-4 1/4 1.43 [36.3] 0.28 [7.1] 8000 [552] 4000 [276]

-8-HRN-2 1/8 1.47 [37.3] 0.19 [4.8] 7700 [531] 3850 [265]

-8-HRN-4 1/4 0.28 [7.1] 8000 [552] 4000 [276]

-8-HRN-6 3/8 0.38 [9.7] 7800 [538] 3900 [269]

-12-HRN-2 1/8 1.47 [37.3] 0.19 [4.8] 7300 [503] 3650 [252]

-12-HRN-4 1/4 0.28 [7.1] 8000 [552] 4000 [276]

-12-HRN-6 3/8 0.38 [9.7] 7800 [538] 3900 [269]

-12-HRN-8 1/2 1.84 [46.7] 0.47 [11.9] 7700 [531] 3850 [265]

-16-HRN-2 1/8 1.75 [44.5] 0.19 [4.8]

-16-HRN-4 1/4 0.28 [7.1]

-16-HRN-6 3/8 0.38 [9.7]

-16-HRN-8 1/2 0.47 [11.9] 7700 [531] 3850 [265]

-16-HRN-12 3/4 0.62 [15.7] 7300 [503] 3650 [252]

-20-HRN-16 1-1/4 1 2.38 [60.5] 0.88 [22.4] 1-3/4 5300 [365] 2650 [183]

-24-HRN-16 1-1/2 1 2.56 [65] 0.88 [22.4] 2 5300 [365] 2650 [183]

-32-HRN-16 2 1 2.80 [71.1] 0.88 [22.4] 2-3/4 5300 [365] 2650 [183]

-8-HRN-4-XK 1/2 1/4 1.65 [41.9] 0.23 [5.8] 7/8

See Ordering Information and Technical Specifications on page 2.

Max. Working Pressure
psig [bar]

BrassSS & CS

[183]

10000 psig [689 bar]

[31]

[31.8]

[41.9]

[41.9]

[49.3]

2.13

1.25
11/16

1.65

1-3/8
1.94

[365]

A
in. [mm]

E
in. [mm]

7/8

*E is the minimum opening. These fittings may have a larger opening at one end.

[54.1]

Hex Reducing Nipples

Male NPT

5300 2650

1.65 1-1/16

1

1/4

3/8

1/2

3/4

1.22 9/16
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male P1 - Male
Basic BSPT/ISOT BSPT/ISOT F

Part No. in. in. Hex
-2PT-HRN-1PT 1/8 1/16 1.01 [25.7] 0.12 [3] 7/16 11000 [758] 5500 [379]

-4PT-HRN-1PT 1/16 0.12 [3] 11000 [758] 5500 [379]

-4PT-HRN-2PT 1/8 0.19 [4.8] 10000 [689] 5000 [345]

-6PT-HRN-1PT 1/16 0.12 [3] 11000 [758] 5500 [379]

-6PT-HRN-2PT 1/8 0.19 [4.8] 10000 [689] 5000 [345]

-6PT-HRN-4PT 1/4 1.43 [36.3] 0.28 [7.1] 8000 [552] 4000 [276]

-8PT-HRN-2PT 1/8 1.47 [37.3] 0.19 [4.8] 7700 [531] 3850 [265]

-8PT-HRN-4PT 1/4 0.28 [7.1] 8000 [552] 4000 [276]

-8PT-HRN-6PT 3/8 0.38 [9.7] 7800 [538] 3900 [269]

-12PT-HRN-2PT 1/8 1.47 [37.3] 0.19 [4.8] 7300 [503] 3650 [252]

-12PT-HRN-4PT 1/4 0.28 [7.1] 8000 [552] 4000 [276]

-12PT-HRN-6PT 3/8 0.38 [9.7] 7800 [538] 3900 [269]

-12PT-HRN-8PT 1/2 1.84 [46.7] 0.47 [11.9] 7700 [531] 3850 [265]

-16PT-HRN-2PT 1/8 1.75 [44.5] 0.19 [4.8]

-16PT-HRN-4PT 1/4 0.28 [7.1]

-16PT-HRN-6PT 3/8 0.38 [9.7]

-16PT-HRN-8PT 1/2 0.47 [11.9] 7700 [531] 3850 [265]

-16PT-HRN-12PT 3/4 0.62 [15.7] 7300 [503] 3650 [252]

-20PT-HRN-16PT 1-1/4 1 2.38 [60.5] 0.88 [22.4] 1-3/4 5300 [365] 2650 [183]

-24PT-HRN-16PT 1-1/2 1 2.56 [65] 0.88 [22.4] 2 5300 [365] 2650 [183]

-32PT-HRN-16PT 2 1 2.80 [71.1] 0.88 [22.4] 2-3/4 5300 [365] 2650 [183]

-8PT-HRN-4PT-XK 1/2 1/4 1.65 [41.9] 0.23 [5.8] 7/8

Hex Reducing Nipples

Male BSP/ISO taper (PT)

Max. Working Pressure
A E psig [bar]

in. [mm] in. [mm] SS & CS Brass

1/4 1.22 [31] 9/16

3/8
1.25 [31.8]

11/16

1/2 7/8
1.65 [41.9]

3/4 1-1/161.65 [41.9]

*E is the minimum opening. These fittings may have a larger opening at one end.

10000 psig [689 bar]

See Ordering Information and Technical Specifications on page 2.

1 1-3/8

5300 [365] 2650 [183]
1.94 [49.3]

2.13 [54.1]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male
Basic NPT F

Part No. in. 1.50 2.00 2.50 3.00 4.00 6.00 Hex
-1-HLN- 1/16    NA NA NA 0.12 [3] 5/16 11000 [758] 5500 [379]

-2-HLN- 1/8     NA NA 0.19 [4.8] 7/16 10000 [689] 5000 [345]

-4-HLN- 1/4       0.28 [7.1] 9/16 8000 [552] 4000 [276]

-6-HLN- 3/8      NA 0.38 [9.7] 11/16 7800 [538] 3900 [269]

-8-HLN- 1/2 NA      0.47 [11.9] 7/8 7700 [531] 3850 [265]

-12-HLN- 3/4 NA      0.62 [15.7] 1-1/16 7300 [503] 3650 [252]

-16-HLN- 1 NA NA     0.88 [22.4] 1-3/8 5300 [365] 2650 [183]

RELYLOK P - Male
Basic BSPT/ISOT F

Part No. in. 1.50 2.00 2.50 3.00 4.00 6.00 Hex
-1PT-HLN- 1/16    NA NA NA 0.12 [3] 5/16 11000 [758] 5500 [379]

-2PT-HLN- 1/8     NA NA 0.19 [4.8] 7/16 10000 [689] 5000 [345]

-4PT-HLN- 1/4       0.28 [7.1] 9/16 8000 [552] 4000 [276]

-6PT-HLN- 3/8      NA 0.38 [9.7] 11/16 7800 [538] 3900 [269]

-8PT-HLN- 1/2 NA      0.47 [11.9] 7/8 7700 [531] 3850 [265]

-12PT-HLN- 3/4 NA      0.62 [15.7] 1-1/16 7300 [503] 3650 [252]

-16PT-HLN- 1 NA NA     0.88 [22.4] 1-3/8 5300 [365] 2650 [183]

in. [mm]

Hex Long Nipples

A 
Available Lengths (in.)

Max. Working Pressure
psig [bar]

Male NPT

To order, add the length shown in inches to the basic part number. Example: -4-HLN-3.00.

See Ordering Information and Technical Specifications on page 2.

Male BSP/ISO taper (PT)

A 
Available Lengths (in.) E

in. [mm] SS & CS

Max. Working Pressure
psig [bar]

Brass

BrassSS & CS
E
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female &
Basic Male NPT F

Part No. in. Hex
-2-A 1/8 1.03 [26.2] 0.19 [4.8] 9/16 6500 [448] 3250 [224]

-4-A 1/4 1.40 [35.6] 0.28 [7.1] 3/4 6600 [455] 3300 [228]

-6-A 3/8 1.44 [36.6] 0.38 [9.7] 7/8 5300 [365] 2650 [183]

-8-A 1/2 1.88 [47.8] 0.47 [11.9] 1-1/16 4900 [338] 2450 [169]

-12-A 3/4 1.94 [49.3] 0.62 [15.7] 1-5/16 4600 [317] 2300 [159]

-16-A 1 2.28 [57.9] 0.88 [22.4] 1-5/8 4400 [303] 2200 [152]

-4-A-XK 1/4 1.43 [36.3] 0.23 [5.8] 1

-8-A-XK 1/2 2.02 [51.3] 0.39 [9.9] 1-1/2

RELYLOK P - Female &
Basic Male BSPT/ISOT F

Part No. in. Hex
-2PT-A 1/8 1.03 [26.2] 0.19 [4.8] 9/16 6500 [448] 3250 [224]

-4PT-A 1/4 1.40 [35.6] 0.28 [7.1] 3/4 6600 [455] 3300 [228]

-6PT-A 3/8 1.44 [36.6] 0.38 [9.7] 7/8 5300 [365] 2650 [183]

-8PT-A 1/2 1.88 [47.8] 0.47 [11.9] 1-1/16 4900 [338] 2450 [169]

-12PT-A 3/4 1.94 [49.3] 0.62 [15.7] 1-5/16 4600 [317] 2300 [159]

-16PT-A 1 2.28 [57.9] 0.88 [22.4] 1-5/8 4400 [303] 2200 [152]

-4PT-A-XK 1/4" 1.43 [36.3] 0.23 [5.8] 1

-8PT-A-XK 1/2" 2.02 [51.3] 0.39 [9.9] 1-1/2

Brass

Max. Working Pressure
psig [bar]

SS & CS

Adapters

Female to Male NPT

Female to Male BSP/ISO taper (PT)

See Ordering Information and Technical Specifications on page 2.

A
in. [mm]

E
in. [mm]

10000 psig [689 bar]

Max. Working Pressure
psig [bar]A E

NA10000 [689]

NA10000 [689]

BrassSS & CS

10000 psig [689 bar]

in. [mm] in. [mm]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female P1 - Male
Basic NPT BSPT/ISOT F

Part No. in. in. Hex
-2-A-2PT 1/8 1/8 1.03 [26.2] 0.19 [4.8] 9/16 6500 [448] 3250 [224]
-4-A-4PT 1/4 1/4 1.40 [35.6] 0.28 [7.1] 3/4 6600 [455] 3300 [228]
-6-A-6PT 3/8 3/8 1.44 [36.6] 0.38 [9.7] 7/8 5300 [365] 2650 [183]
-8-A-8PT 1/2 1/2 1.88 [47.8] 0.47 [11.9] 1-1/16 4900 [338] 2450 [169]

-12-A-12PT 3/4 3/4 1.94 [49.3] 0.62 [15.7] 1-5/16 4600 [317] 2300 [159]
-16-A-16PT 1 1 2.28 [57.9] 0.88 [22.4] 1-5/8 4400 [303] 2200 [152]

RELYLOK P - Female P1 - Male
Basic BSPT/ISOT NPT F

Part No. in. in. Hex
-2PT-A-2 1/8 1/8 1.03 [26.2] 0.19 [4.8] 9/16 6500 [448] 3250 [224]
-4PT-A-4 1/4 1/4 1.40 [35.6] 0.28 [7.1] 3/4 6600 [455] 3300 [228]
-6PT-A-6 3/8 3/8 1.44 [36.6] 0.38 [9.7] 7/8 5300 [365] 2650 [183]
-8PT-A-8 1/2 1/2 1.88 [47.8] 0.47 [11.9] 1-1/16 4900 [338] 2450 [169]

-12PT-A-12 3/4 3/4 1.94 [49.3] 0.62 [15.7] 1-5/16 4600 [317] 2300 [159]
-16PT-A-16 1 1 2.28 [57.9] 0.88 [22.4] 1-5/8 4400 [303] 2200 [152]

Female NPT to Male BSP/ISO taper (PT)

Adapters

See Ordering Information and Technical Specifications on page 2.

in. [mm]
E

in. [mm]

Max. Working Pressure
psig [bar]

BrassSS & CS

E
in. [mm]

A

Female BSP/ISO taper (PT) to Male NPT

Max. Working Pressure
psig [bar]

BrassSS & CS
A

in. [mm]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female P1 - Male
Basic NPT BSPP/ISOP F

Part No. in. in. Hex
-2-A-2PS 1/8 1/8 0.99 [25.1] 0.16 [4.1] 9/16 6100 [421] 3050 [210]

-4-A-4PS 1/4 1/4 1.32 [33.5] 0.23 [5.8] 3/4 6200 [427] 3100 [214]

-6-A-6PS 3/8 3/8 1.41 [35.8] 0.31 [7.9] 7/8 5800 [400] 2900 [200]

-8-A-8PS 1/2 1/2 1.74 [44.2] 0.47 [11.9] 1-1/16 4700 [324] 2350 [162]

-12-A-12PS 3/4 3/4 1.89 [48] 0.62 [15.7] 1-5/16 4300 [296] 2150 [148]

-16-A-16PS 1 1 2.10 [53.3] 0.78 [19.8] 1-5/8 4100 [283] 2050 [141]

RELYLOK P - Female P1 - Male
Basic BSPT/ISOT BSPP/ISOP F

Part No. in. in. Hex
-2PT-A-2PS 1/8 1/8 0.99 [25.1] 0.16 [4.1] 9/16 6100 [421] 3050 [210]

-4PT-A-4PS 1/4 1/4 1.32 [33.5] 0.23 [5.8] 3/4 6200 [427] 3100 [214]

-6PT-A-6PS 3/8 3/8 1.41 [35.8] 0.31 [7.9] 7/8 5800 [400] 2900 [200]

-8PT-A-8PS 1/2 1/2 1.74 [44.2] 0.47 [11.9] 1-1/16 4700 [324] 2350 [162]

-12PT-A-12PS 3/4 3/4 1.89 [48] 0.62 [15.7] 1-5/16 4300 [296] 2150 [148]

-16PT-A-16PS 1 1 2.10 [53.3] 0.78 [19.8] 1-5/8 4100 [283] 2050 [141]

Adapters

Female BSP/ISO taper (PT) to Male BSP/ISO parallel (PS)

See Ordering Information and Technical Specifications on page 2.

E
in. [mm]

Max. Working Pressure
psig [bar]

SS & CS Brass
A

in. [mm]

PS designated BSP/ISO parallel threads require a gasket for sealing. See page 36 for PS gaskets.

Female NPT to Male BSP/ISO parallel (PS)

Max. Working Pressure
psig [bar]

BrassSS & CS
A

in. [mm]
E

in. [mm]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female P1 - Male
Basic BSPP/ISOP NPT F

Part No. in. in. Hex
-2PP-A-2 1/8 1/8 1.03 [26.2] 0.19 [4.8] 9/16 6100 [421] 3050 [210]

-4PP-A-4 1/4 1/4 1.40 [35.6] 0.28 [7.1] 3/4 6200 [427] 3100 [214]

-6PP-A-6 3/8 3/8 1.44 [36.6] 0.38 [9.7] 7/8 5800 [400] 2900 [200]

-8PP-A-8 1/2 1/2 1.88 [47.8] 0.47 [11.9] 1-1/16 4700 [324] 2350 [162]

-12PP-A-12 3/4 3/4 1.94 [49.3] 0.62 [15.7] 1-5/16 4300 [296] 2150 [148]

-16PP-A-16 1 1 2.28 [57.9] 0.88 [22.4] 1-5/8 4100 [283] 2050 [141]

RELYLOK P - Female P1 - Male
Basic BSPP/ISOP NPT F

Part No. in. in. Hex
-2PP-A-2PT 1/8 1/8 1.03 [26.2] 0.19 [4.8] 9/16 6100 [421] 3050 [210]

-4PP-A-4PT 1/4 1/4 1.40 [35.6] 0.28 [7.1] 3/4 6200 [427] 3100 [214]

-6PP-A-6PT 3/8 3/8 1.44 [36.6] 0.38 [9.7] 7/8 5800 [400] 2900 [200]

-8PP-A-8PT 1/2 1/2 1.88 [47.8] 0.47 [11.9] 1-1/16 4700 [324] 2350 [162]

-12PP-A-12PT 3/4 3/4 1.94 [49.3] 0.62 [15.7] 1-5/16 4300 [296] 2150 [148]

-16PP-A-16PT 1 1 2.28 [57.9] 0.88 [22.4] 1-5/8 4100 [283] 2050 [141]

Adapters

Female BSP/ISO parallel (PP) to Male NPT

Max. Working Pressure
A E psig [bar]

in. [mm] in. [mm] SS & CS Brass

See Ordering Information and Technical Specifications on page 2.

Female BSP/ISO parallel (PP) to Male BSP/ISO taper (PT)

Max. Working Pressure
A E psig [bar]

in. [mm] in. [mm] SS & CS Brass
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female S - Male
Basic NPT SAE/MS F

Part No. in. in. Hex
-4-A-4S 1/4 7/16-20 1.32 [33.5] 0.20 [5.1] 3/4 5000 [345] 2500 [172]

-6-A-6S 3/8 9/16-18 1.36 [34.5] 0.28 [7.1] 15/16 5000 [345] 2500 [172]

-8-A-8S 1/2 3/4-16 1.62 [41.1] 0.42 [10.7] 1-1/16 4500 [310] 2250 [155]

-12-A-12S 3/4 1 1/16-12 1.82 [46.2] 0.66 [16.8] 1-3/8 3600 [248] 1800 [124]

-16-A-16S 1 1 5/16-12 2.12 [53.8] 0.88 [22.4] 1-5/8 3000 [207] 1500 [103]

RELYLOK P - Female S - Male
Basic BSPT/ISOT SAE/MS F

Part No. in. in. Hex
-4PT-A-4S 1/4 7/16-20 1.32 [33.5] 0.20 [5.1] 3/4 5000 [345] 2500 [172]

-6PT-A-6S 3/8 9/16-18 1.36 [34.5] 0.28 [7.1] 15/16 5000 [345] 2500 [172]

-8PT-A-8S 1/2 3/4-16 1.62 [41.1] 0.42 [10.7] 1-1/16 4500 [310] 2250 [155]

-12PT-A-12S 3/4 1 1/16-12 1.82 [46.2] 0.66 [16.8] 1-3/8 3600 [248] 1800 [124]

-16PT-A-16S 1 1 5/16-12 2.12 [53.8] 0.88 [22.4] 1-5/8 3000 [207] 1500 [103]

See Ordering Information and Technical Specifications on page 2.

Female BSP/ISO taper (PT) to Male SAE/MS straight thread (S)

Max. Working Pressure
A E psig [bar]

in. [mm] in. [mm] SS & CS Brass

A E psig [bar]
in. [mm] in. [mm] SS & CS Brass

Adapters

Female NPT to Male SAE/MS straight thread (S)

Max. Working Pressure
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female P1 - Male
Basic BSPP/ISOP NPT F

Part No. in. in. Hex
-4PG-A-4 1/4 1/4 1.19 [30.2] 0.22 [5.6] 3/4 5700 [393] 2850 [196]

-6PG-A-6 3/8 3/8 1.27 [32.3] 0.26 [6.6] 15/16 5700 [393] 2850 [196]

-8PG-A-8 1/2 1/2 1.68 [42.7] 0.28 [7.1] 1-1/16 3900 [269] 1950 [134]

RELYLOK P - Female P1 - Male
Basic BSPP/ISOP BSPT/ISOT F

Part No. in. in. Hex
-4PG-A-4PT 1/4 1/4 1.19 [30.2] 0.22 [5.6] 3/4 5700 [393] 2850 [196]

-6PG-A-6PT 3/8 3/8 1.27 [32.3] 0.26 [6.6] 15/16 5700 [393] 2850 [196]

-8PG-A-8PT 1/2 1/2 1.68 [42.7] 0.28 [7.1] 1-1/16 3900 [269] 1950 [134]

Gauge Adapters

Female BSP/ISO parallel (PG) to Male NPT

Female BSP/ISO parallel (PG) to Male BSP/ISO taper (PT)

See Ordering Information and Technical Specifications on page 2.

Max. Working Pressure
psig [bar]

SS & CS Brass
A

in. [mm]
E

in. [mm]

in. [mm]

PG designated BSP/ISO parallel threads require a gasket for sealing. See page 36 for PG gaskets.

E
in. [mm]

Max. Working Pressure
psig [bar]

BrassSS & CS
A
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female P1 - Male
Basic NPT NPT F

Part No. in. in. Hex
-2-RA-1 1/8 1/16 1.03 [26.2] 0.12 [3] 9/16 6500 [448] 3250 [224]

-4-RA-1 1/16 0.12 [3]

-4-RA-2 1/8 0.19 [4.8]

-6-RA-1 1/16 0.12 [3]

-6-RA-2 1/8 0.19 [4.8]

-6-RA-4 1/4 1.44 [36.6] 0.28 [7.1]

-8-RA-2 1/8 1.50 [38.1] 0.19 [4.8]

-8-RA-4 1/4 0.28 [7.1]

-8-RA-6 3/8 0.38 [9.7]

-12-RA-2 1/8 1.56 [39.6] 0.19 [4.8]

-12-RA-4 1/4 0.28 [7.1]

-12-RA-6 3/8 0.38 [9.7]

-12-RA-8 1/2 1.94 [49.3] 0.47 [11.9]

-16-RA-2 1/8 1.81 [46] 0.19 [4.8]

-16-RA-4 1/4 0.28 [7.1]

-16-RA-6 3/8 0.38 [9.7]

-16-RA-8 1/2 0.47 [11.9]

-16-RA-12 3/4 0.62 [15.7]

-20-RA-16 1-1/4 1 2.47 [62.7] 0.88 [22.4] 2 3500 [241] 1750 [121]

Female to Male NPT

SS & CS Brass

Max. Working Pressure
psig [bar]A

[159]

[152]

[30.5]

[31.8]

[42.9]

[44.5]

[49.8]

[54.9]

[455]

[365]

[338]

[228]

[183]

[169]

Reducing Adapters

3/8
1.25

7/8 5300 2650

1/4 1.20 3/4 6600 3300

in. [mm]
E

in. [mm]

3/4 1-5/16 4600 23001.75 [317]

1/2 1-1/16 4900 2450
1.69

See Ordering Information and Technical Specifications on page 2.

1 1-5/8 4400 2200
1.96

2.16

[303]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female P1 - Male
Basic BSPT/ISOT BSPT/ISOT F

Part No. in. in. Hex
-2PT-RA-1PT 1/8 1/16 1.03 [26.2] 0.12 [3] 9/16 6500 [448] 3250 [224]

-4PT-RA-1PT 1/16 0.12 [3]

-4PT-RA-2PT 1/8 0.19 [4.8]

-6PT-RA-1PT 1/16 0.12 [3]

-6PT-RA-2PT 1/8 0.19 [4.8]

-6PT-RA-4PT 1/4 1.44 [36.6] 0.28 [7.1]

-8PT-RA-2PT 1/8 1.50 [38.1] 0.19 [4.8]

-8PT-RA-4PT 1/4 0.28 [7.1]

-8PT-RA-6PT 3/8 0.38 [9.7]

-12PT-RA-2PT 1/8 1.56 [39.6] 0.19 [4.8]

-12PT-RA-4PT 1/4 0.28 [7.1]

-12PT-RA-6PT 3/8 0.38 [9.7]

-12PT-RA-8PT 1/2 1.94 [49.3] 0.47 [11.9]

-16PT-RA-2PT 1/8 1.81 [46] 0.19 [4.8]

-16PT-RA-4PT 1/4 0.28 [7.1]

-16PT-RA-6PT 3/8 0.38 [9.7]

-16PT-RA-8PT 1/2 0.47 [11.9]

-16PT-RA-12PT 3/4 0.62 [15.7]

-20PT-RA-16PT 1-1/4 1 2.47 [62.7] 0.88 [22.4] 2 3500 [241] 1750 [121]

Reducing Adapters

Female to Male BSP/ISO taper (PT)

Max. Working Pressure
A E psig [bar]

in. [mm] in. [mm] SS & CS Brass

3300 [228]

3/8
1.25 [31.8]

7/8 5300 [365] 2650 [183]

1/4 1.20 [30.5] 3/4 6600 [455]

[159]1.75 [44.5]

1/2 1-1/16 4900 [338] 2450 [169]
1.69 [42.9]

3/4 1-5/16 4600 [317] 2300

See Ordering Information and Technical Specifications on page 2.

1 1-5/8 4400 [303] 2200 [152]
1.96 [49.8]

2.16 [54.9]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male P1 - Female
Basic NPT NPT F

Part No. in. in. Hex
-2-RB-1 1/8 1/16 0.63 [16] 0.19 [4.8] 7/16 6400 [441] 3200 [221]

-4-RB-1 1/16 0.25 [6.4] 7500 [517] 3750 [259]

-4-RB-2 1/8 0.28 [7.1] 6000 [414] 3000 [207]

-6-RB-1 1/16 0.25 [6.4] 7200 [496] 3600 [248]

-6-RB-2 1/8 0.34 [8.6] 6400 [441] 3200 [221]

-6-RB-4 1/4 0.38 [9.7] 5300 [365] 2650 [183]

-8-RB-2 1/8 1.08 [27.4] 0.34 [8.6] 6600 [455] 3300 [228]

-8-RB-4 1/4 1.08 [27.4] 0.45 [11.4] 6400 [441] 3200 [221]

-8-RB-6 3/8 1.11 [28.2] 0.47 [11.9] 4600 [317] 2300 [159]

-12-RB-2 1/8 0.34 [8.6]

-12-RB-4 1/4 0.45 [11.4]

-12-RB-6 3/8 0.59 [15] 5300 [365] 2650 [183]

-12-RB-8 1/2 1.17 [29.7] 0.62 [15.7] 4900 [338] 2450 [169]

-16-RB-2 1/8 0.34 [8.6]

-16-RB-4 1/4 0.45 [11.4]

-16-RB-6 3/8 0.59 [15]

-16-RB-6 1/2 0.73 [18.5]

-16-RB-8 3/4 0.88 [22.4] 4200 [290] 2100 [145]

-20-RB-12 3/4 0.94 [23.9]

-20-RB-16 1 1.17 [29.7]

-24-RB-16 1 1.17 [29.7] 2900 [200] 1450 [100]

-24-RB-20 1-1/4 1.50 [38.1] 2700 [186] 1350 [93]

See Ordering Information and Technical Specifications on page 2.

[159]

[121]

Reducing Bushings

Male to Female NPT

[221]

[40.1]

A
in. [mm]

E
in. [mm]

9/160.861/4

Max. Working Pressure
psig [bar]

SS & CS Brass

[21.8]

3/8

1/2 7/8

11/16

1-1/16
1.08

3/4
[27.4]

0.86 [21.8]

1.36

1-1/4

1-1/2

1.47 1-3/4

21.58

1-3/8[34.5]

[37.3]

1

1750

4600 2300

6400 3200[441]

[317]

[241]3500
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male P1 - Female
Basic BSPT/ISOT BSPT/ISOT F

Part No. in. in. Hex
-2PT-RB-1PT 1/8 1/16 0.63 [16] 0.19 [4.8] 7/16 6400 [441] 3200 [221]

-4PT-RB-1PT 1/16 0.25 [6.4] 7500 [517] 3750 [259]

-4PT-RB-2PT 1/8 0.28 [7.1] 6000 [414] 3000 [207]

-6PT-RB-1PT 1/16 0.25 [6.4] 7200 [496] 3600 [248]

-6PT-RB-2PT 1/8 0.34 [8.6] 6400 [441] 3200 [221]

-6PT-RB-4PT 1/4 0.38 [9.7] 5300 [365] 2650 [183]

-8PT-RB-2PT 1/8 1.08 [27.4] 0.34 [8.6] 6600 [455] 3300 [228]

-8PT-RB-4PT 1/4 1.08 [27.4] 0.45 [11.4] 6400 [441] 3200 [221]

-8PT-RB-6PT 3/8 1.11 [28.2] 0.47 [11.9] 4600 [317] 2300 [159]

-12PT-RB-2PT 1/8 0.34 [8.6]

-12PT-RB-4PT 1/4 0.45 [11.4]

-12PT-RB-6PT 3/8 0.59 [15] 5300 [365] 2650 [183]

-12PT-RB-8PT 1/2 1.17 [29.7] 0.62 [15.7] 4900 [338] 2450 [169]

-16PT-RB-2PT 1/8 0.34 [8.6]

-16PT-RB-4PT 1/4 0.45 [11.4]

-16PT-RB-6PT 3/8 0.59 [15]

-16PT-RB-6PT 1/2 0.73 [18.5]

-16PT-RB-8PT 3/4 0.88 [22.4] 4200 [290] 2100 [145]

-20PT-RB-12PT 3/4 0.94 [23.9]

-20PT-RB-16PT 1 1.17 [29.7]

-24PT-RB-16PT 1 1.17 [29.7] 2900 [200] 1450 [100]

-24PT-RB-20PT 1-1/4 1.50 [38.1] 2700 [186] 1350 [93]
2

[221]

See Ordering Information and Technical Specifications on page 2.

[159]

[37.3] 3500 [241] 1750 [121]

6400 [441] 3200

[34.5] 1-3/8
4600 [317] 2300

[21.8] 9/16

[21.8] 11/16

7/8

A E psig [bar]
in. [mm] in. [mm] SS & CS Brass

Reducing Bushings

Male to Female BSP/ISO taper (PT)

Max. Working Pressure

1/4 0.86

3/8 0.86

1/2

3/4
1.08

1-3/4

1 1.36

[27.4]
1-1/16

1-1/2 1.58

1-1/4 1.47

[40.1]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female
Basic NPT F

Part No. in. Hex
-1-HCG 1/16 0.75 [19.1] 0.25 [6.4] 1/2 7500 [517] 3750 [259]

-2-HCG 1/8 0.75 [19.1] 0.34 [8.6] 9/16 6500 [448] 3250 [224]

-4-HCG 1/4 1.13 [28.7] 0.45 [11.4] 3/4 6600 [455] 3300 [228]

-6-HCG 3/8 1.13 [28.7] 0.59 [15] 7/8 5300 [365] 2650 [183]

-8-HCG 1/2 1.50 [38.1] 0.73 [18.5] 1-1/16 4900 [338] 2450 [169]

-12-HCG 3/4 1.53 [38.9] 0.94 [23.9] 1-5/16 4600 [317] 2300 [159]

-16-HCG 1 1.89 [48] 1.17 [29.7] 1-5/8 4400 [303] 2200 [152]

-20-HCG 1-1/4 1.94 [49.3] 1.50 [38.1] 2 3500 [241] 1750 [121]

-24-HCG 1-1/2 1.94 [49.3] 1.73 [43.9] 2-3/8 3200 [221] 1600 [110]

-4-HCG-XK 1/4 1.19 [30.2] 0.45 [11.4] 1

-8-HCG-XK 1/2 1.56 [39.6] 0.73 [18.5] 1-1/2

RELYLOK P - Female
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-HCG 1/16 0.75 [19.1] 0.25 [6.4] 1/2 7500 [517] 3750 [259]

-2PT-HCG 1/8 0.75 [19.1] 0.34 [8.6] 9/16 6500 [448] 3250 [224]

-4PT-HCG 1/4 1.13 [28.7] 0.45 [11.4] 3/4 6600 [455] 3300 [228]

-6PT-HCG 3/8 1.13 [28.7] 0.59 [15] 7/8 5300 [365] 2650 [183]

-8PT-HCG 1/2 1.50 [38.1] 0.73 [18.5] 1-1/16 4900 [338] 2450 [169]

-12PT-HCG 3/4 1.53 [38.9] 0.94 [23.9] 1-5/16 4600 [317] 2300 [159]

-16PT-HCG 1 1.89 [48] 1.17 [29.7] 1-5/8 4400 [303] 2200 [152]

-20PT-HCG 1-1/4 1.94 [49.3] 1.50 [38.1] 2 3500 [241] 1750 [121]

-24PT-HCG 1-1/2 1.94 [49.3] 1.73 [43.9] 2-3/8 3200 [221] 1600 [110]

-4PT-HCG-XK 1/4 1.19 [30.2] 0.45 [11.4] 1

-8PT-HCG-XK 1/2 1.56 [39.6] 0.73 [18.5] 1-1/2

Hex Couplings

Female NPT

Female BSP/ISO taper (PT)

See Ordering Information and Technical Specifications on page 2.

10000 psig [689 bar]

10000 [689] NA

Max. Working Pressure

Max. Working Pressure
psig [bar]

SS & CS Brass
A

in. [mm]
E

in. [mm]

10000 psig [689 bar]

10000 [689] NA

A E psig [bar]
in. [mm] in. [mm] SS & CS Brass
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female P1 - Female
Basic NPT NPT F

Part No. in. in. Hex
-2-HRCG-1 1/8 1/16 0.75 [19.1] 0.25 [6.4] 9/16 6400 [441] 3200 [221]

-4-HRCG-1 1/16 0.25 [6.4]

-4-HRCG-2 1/8 0.34 [8.6]

-6-HRCG-1 1/16 0.95 [24.1] 0.25 [6.4]

-6-HRCG-2 1/8 1.03 [26.2] 0.34 [8.6]

-6-HRCG-4 1/4 1.13 [28.7] 0.45 [11.4]

-8-HRCG-2 1/8 1.22 [31] 0.34 [8.6]

-8-HRCG-4 1/4 1.38 [35.1] 0.45 [11.4]

-8-HRCG-6 3/8 1.50 [38.1] 0.59 [15]

-12-HRCG-2 1/8 1.39 [35.3] 0.34 [8.6]

-12-HRCG-4 1/4 1.55 [39.4] 0.45 [11.4]

-12-HRCG-6 3/8 1.69 [42.9] 0.59 [15]

-12-HRCG-8 1/2 1.88 [47.8] 0.73 [18.5]

-16-HRCG-2 1/8 1.44 [36.6] 0.34 [8.6]

-16-HRCG-4 1/4 0.45 [11.4]

-16-HRCG-6 3/8 0.59 [15]

-16-HRCG-8 1/2 1.77 [45] 0.73 [18.5]

-16-HRCG-12 3/4 1.72 [43.7] 0.94 [23.9]

-20-HRCG-16 1-1/4 1 1.94 [49.3] 1.17 [29.7] 2 3500 [241] 1750 [121]

-8-HRCG-4-XK 1/2 1/4 1.56 [39.6] 0.73 [18.5] 1-1/2 10000 [689]

[172]

[169]

[159]

[152]

10000 psig [689 bar]

2500

2450

2300

Hex Reducing Couplings

See Ordering Information and Technical Specifications on page 2.

A
in. [mm]

E
in. [mm]

[23.9]

[41.4]

[455]

[345]

[338]

[317]

[303]

[228]

Max. Working Pressure
psig [bar]

SS & CS Brass

Female NPT

0.94

1.63

7/8

1-1/16

3/4 3300

1/2

2200

NA

5000

4900

46003/4

1

1-5/16

1-5/8

1/4

3/8

6600

4400
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female P1 - Female
Basic BSPT/ISOT BSPT/ISOT F

Part No. in. in. Hex
-2PT-HRCG-1PT 1/8 1/16 0.75 [19.1] 0.25 [6.4] 9/16 6400 [441] 3200 [221]

-4PT-HRCG-1PT 1/16 0.25 [6.4]

-4PT-HRCG-2PT 1/8 0.34 [8.6]

-6PT-HRCG-1PT 1/16 0.95 [24.1] 0.25 [6.4]

-6PT-HRCG-2PT 1/8 1.03 [26.2] 0.34 [8.6]

-6PT-HRCG-4PT 1/4 1.13 [28.7] 0.45 [11.4]

-8PT-HRCG-2PT 1/8 1.22 [31] 0.34 [8.6]

-8PT-HRCG-4PT 1/4 1.38 [35.1] 0.45 [11.4]

-8PT-HRCG-6PT 3/8 1.50 [38.1] 0.59 [15]

-12PT-HRCG-2PT 1/8 1.39 [35.3] 0.34 [8.6]

-12PT-HRCG-4PT 1/4 1.55 [39.4] 0.45 [11.4]

-12PT-HRCG-6PT 3/8 1.69 [42.9] 0.59 [15]

-12PT-HRCG-8PT 1/2 1.88 [47.8] 0.73 [18.5]

-16PT-HRCG-2PT 1/8 1.44 [36.6] 0.34 [8.6]

-16PT-HRCG-4PT 1/4 0.45 [11.4]

-16PT-HRCG-6PT 3/8 0.59 [15]

-16PT-HRCG-8PT 1/2 1.77 [45] 0.73 [18.5]

-16PT-HRCG-12PT 3/4 1.72 [43.7] 0.94 [23.9]

-20PT-HRCG-16PT 1-1/4 1 1.94 [49.3] 1.17 [29.7] 2 3500 [241] 1750 [121]

-8PT-HRCG-4PT-XK 1/2 1/4 1.56 [39.6] 0.73 [18.5] 1-1/2 10000 [689]

Hex Reducing Couplings

Female BSP/ISO taper (PT)

Max. Working Pressure
A E psig [bar]

in. [mm] in. [mm] SS & CS Brass

3300 [228]

3/8 7/8 5000 [345] 2500 [172]

1/4 0.94 [23.9] 3/4 6600 [455]

[159]

1/2 1-1/16 4900 [338] 2450 [169]

3/4 1-5/16 4600 [317] 2300

10000 psig [689 bar]
NA

See Ordering Information and Technical Specifications on page 2.

1 1-5/8 4400 [303] 2200 [152]
1.63 [41.4]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female
Basic NPT F

Part No. in. Hex
-1-E 1/16 0.50 [12.7] 0.25 [6.4] 7/16 7000 [483] 3500 [241]

-2-E 1/8 0.66 [16.8] 0.34 [8.6] 9/16 5500 [379] 2750 [190]

-4-E 1/4 0.88 [22.4] 0.45 [11.4] 3/4 5600 [386] 2800 [193]

-6-E 3/8 1.02 [25.9] 0.59 [15] 7/8 5000 [345] 2500 [172]

-8-E 1/2 1.23 [31.2] 0.73 [18.5] 1-1/16 4500 [310] 2250 [155]

-12-E 3/4 1.36 [34.5] 0.94 [23.9] 1-3/8 3500 [241] 1750 [121]

-16-E 1 1.63 [41.4] 1.17 [29.7] 1-5/8 3900 [269] 1950 [134]

-20-E 1-1/4 1.70 [43.2] 1.50 [38.1] 1-7/8 3100 [214] 1550 [107]

-24-E 1-1/2 2.08 [52.8] 1.73 [43.9] 2-1/2 2500 [172] 1250 [86]

-4-E-XK 1/4 1.23 [31.2] 0.45 [11.4] 1-1/16

-8-E-XK 1/2 1.63 [41.4] 0.73 [18.5] 1-5/8

RELYLOK P - Female
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-E 1/16 0.50 [12.7] 0.25 [6.4] 7/16 7000 [483] 3500 [241]

-2PT-E 1/8 0.66 [16.8] 0.34 [8.6] 9/16 5500 [379] 2750 [190]

-4PT-E 1/4 0.88 [22.4] 0.45 [11.4] 3/4 5600 [386] 2800 [193]

-6PT-E 3/8 1.02 [25.9] 0.59 [15] 7/8 5000 [345] 2500 [172]

-8PT-E 1/2 1.23 [31.2] 0.73 [18.5] 1-1/16 4500 [310] 2250 [155]

-12PT-E 3/4 1.36 [34.5] 0.94 [23.9] 1-3/8 3500 [241] 1750 [121]

-16PT-E 1 1.63 [41.4] 1.17 [29.7] 1-5/8 3900 [269] 1950 [134]

-20PT-E 1-1/4 1.70 [43.2] 1.50 [38.1] 1-7/8 3100 [214] 1550 [107]

-24PT-E 1-1/2 2.08 [52.8] 1.73 [43.9] 2-1/2 2500 [172] 1250 [86]

-4PT-E-XK 1/4 1.23 [31.2] 0.45 [11.4] 1-1/16

-8PT-E-XK 1/2 1.63 [41.4] 0.73 [18.5] 1-5/8

Female NPT

Pipe Elbows

See Ordering Information and Technical Specifications on page 2.

10000 psig [689 bar]

10000 [689] NA

Female BSP/ISO taper (PT)

H E psig [bar]
in. [mm] in. [mm] SS & CS Brass

10000 psig [689 bar]

10000 [689] NA

Max. Working Pressure

Max. Working Pressure
psig [bar]

BrassSS & CS
H

in. [mm]
E

in. [mm]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male
Basic NPT F

Part No. in. Hex
-1-ME 1/16 0.66 [16.8] 0.12 [3] 3/8 9500 [655] 4750 [327]

-2-ME 1/8 0.76 [19.3] 0.19 [4.8] 7/16 9100 [627] 4550 [314]

-4-ME 1/4 1.09 [27.7] 0.28 [7.1] 9/16 7500 [517] 3750 [259]

-6-ME 3/8 1.22 [31] 0.38 [9.7] 11/16 7200 [496] 3600 [248]

-8-ME 1/2 1.47 [37.3] 0.47 [11.9] 7/8 5800 [400] 2900 [200]

-12-ME 3/4 1.59 [40.4] 0.62 [15.7] 1-1/16 6400 [441] 3200 [221]

-16-ME 1 1.97 [50] 0.88 [22.4] 1-3/8 4600 [317] 2300 [159]

RELYLOK P - Male
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-ME 1/16 0.66 [16.8] 0.12 [3] 3/8 9500 [655] 4750 [327]

-2PT-ME 1/8 0.76 [19.3] 0.19 [4.8] 7/16 9100 [627] 4550 [314]

-4PT-ME 1/4 1.09 [27.7] 0.28 [7.1] 9/16 7500 [517] 3750 [259]

-6PT-ME 3/8 1.22 [31] 0.38 [9.7] 11/16 7200 [496] 3600 [248]

-8PT-ME 1/2 1.47 [37.3] 0.47 [11.9] 7/8 5800 [400] 2900 [200]

-12PT-ME 3/4 1.59 [40.4] 0.62 [15.7] 1-1/16 6400 [441] 3200 [221]

-16PT-ME 1 1.97 [50] 0.88 [22.4] 1-3/8 4600 [317] 2300 [159]

in. [mm] in. [mm] SS & CS Brass

E
in. [mm]

H E psig [bar]

Pipe Elbows

See Ordering Information and Technical Specifications on page 2.

Max. Working Pressure
psig [bar]

SS & CS Brass
H

in. [mm]

Male BSP/ISO taper (PT)

Male NPT

Max. Working Pressure
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male & 
Basic Female NPT F

Part No. in. Hex
-1-SE 1/16 0.66 [16.8] 0.72 [18.3] 0.12 [3] 9/16 7000 [483] 3500 [241]

-2-SE 1/8 0.66 [16.8] 0.78 [19.8] 0.19 [4.8] 9/16 5500 [379] 2750 [190]

-4-SE 1/4 0.88 [22.4] 1.09 [27.7] 0.28 [7.1] 3/4 5600 [386] 2800 [193]

-6-SE 3/8 1.02 [25.9] 1.22 [31] 0.38 [9.7] 7/8 5000 [345] 2500 [172]

-8-SE 1/2 1.23 [31.2] 1.47 [37.3] 0.47 [11.9] 1-1/16 4500 [310] 2250 [155]

-12-SE 3/4 1.36 [34.5] 1.59 [40.4] 0.62 [15.7] 1-5/16 3500 [241] 1750 [121]

-16-SE 1 1.63 [41.4] 1.97 [50] 0.88 [22.4] 1-5/8 3900 [269] 1950 [134]

-20-SE 1-1/4 1.70 [43.2] 2.38 [60.5] 1.09 [27.7] 1-7/8 3100 [214] 1550 [107]

RELYLOK P - Male & 
Basic Female BSPT/ISOT F

Part No. in. Hex
-1PT-SE 1/16 0.66 [16.8] 0.72 [18.3] 0.12 [3] 9/16 7000 [483] 3500 [241]

-2PT-SE 1/8 0.66 [16.8] 0.78 [19.8] 0.19 [4.8] 9/16 5500 [379] 2750 [190]

-4PT-SE 1/4 0.88 [22.4] 1.09 [27.7] 0.28 [7.1] 3/4 5600 [386] 2800 [193]

-6PT-SE 3/8 1.02 [25.9] 1.22 [31] 0.38 [9.7] 7/8 5000 [345] 2500 [172]

-8PT-SE 1/2 1.23 [31.2] 1.47 [37.3] 0.47 [11.9] 1-1/16 4500 [310] 2250 [155]

-12PT-SE 3/4 1.36 [34.5] 1.59 [40.4] 0.62 [15.7] 1-5/16 3500 [241] 1750 [121]

-16PT-SE 1 1.63 [41.4] 1.97 [50] 0.88 [22.4] 1-5/8 3900 [269] 1950 [134]

-20PT-SE 1-1/4 1.70 [43.2] 2.38 [60.5] 1.09 [27.7] 1-7/8 3100 [214] 1550 [107]

Brass

Street Elbows

Male to Female NPT

Male to Female BSP/ISO taper (PT)

Max. Working Pressure

H1
in. [mm]

E
in. [mm]

See Ordering Information and Technical Specifications on page 2.

Max. Working Pressure
psig [bar]

SS & CS Brass
H

in. [mm]

H H1 E psig [bar]
in. [mm] in. [mm] in. [mm] SS & CS
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female
Basic NPT F

Part No. in. Hex
-1-T 1/16 0.50 [12.7] 0.25 [6.4] 7/16 7000 [483] 3500 [241]

-2-T 1/8 0.66 [16.8] 0.34 [8.6] 9/16 5500 [379] 2750 [190]

-4-T 1/4 0.88 [22.4] 0.45 [11.4] 3/4 5600 [386] 2800 [193]

-6-T 3/8 1.02 [25.9] 0.59 [15] 7/8 5000 [345] 2500 [172]

-8-T 1/2 1.23 [31.2] 0.73 [18.5] 1-1/16 4500 [310] 2250 [155]

-12-T 3/4 1.36 [34.5] 0.94 [23.9] 1-3/8 3500 [241] 1750 [121]

-16-T 1 1.63 [41.4] 1.17 [29.7] 1-5/8 3900 [269] 1950 [134]

-20-T 1-1/4 1.70 [43.2] 1.50 [38.1] 1-7/8 3100 [214] 1550 [107]

-24-T 1-1/2 2.08 [52.8] 1.73 [43.9] 2-1/2 2500 [172] 1250 [86]

-4-T-XK 1/4 1.23 [31.2] 0.45 [11.4] 1-1/16

-8-T-XK 1/2 1.63 [41.4] 0.73 [18.5] 1-5/8

RELYLOK P - Female
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-T 1/16 0.50 [12.7] 0.25 [6.4] 7/16 7000 [483] 3500 [241]

-2PT-T 1/8 0.66 [16.8] 0.34 [8.6] 9/16 5500 [379] 2750 [190]

-4PT-T 1/4 0.88 [22.4] 0.45 [11.4] 3/4 5600 [386] 2800 [193]

-6PT-T 3/8 1.02 [25.9] 0.59 [15] 7/8 5000 [345] 2500 [172]

-8PT-T 1/2 1.23 [31.2] 0.73 [18.5] 1-1/16 4500 [310] 2250 [155]

-12PT-T 3/4 1.36 [34.5] 0.94 [23.9] 1-3/8 3500 [241] 1750 [121]

-16PT-T 1 1.63 [41.4] 1.17 [29.7] 1-5/8 3900 [269] 1950 [134]

-20PT-T 1-1/4 1.70 [43.2] 1.50 [38.1] 1-7/8 3100 [214] 1550 [107]

-24PT-T 1-1/2 2.08 [52.8] 1.73 [43.9] 2-1/2 2500 [172] 1250 [86]

-4PT-T-XK 1/4 1.23 [31.2] 0.45 [11.4] 1-1/16

-8PT-T-XK 1/2 1.63 [41.4] 0.73 [18.5] 1-5/8

Pipe Tees

Female BSP/ISO taper (PT)

Max. Working Pressure

10000 psig [689 bar]

10000 [689] NA

Female NPT

H
in. [mm]

E
Max. Working Pressure

psig [bar]
SS & CS Brass

10000 psig [689 bar]

H E psig [bar]
SS & CS Brassin. [mm] in. [mm]

in. [mm]

See Ordering Information and Technical Specifications on page 2.

10000 [689] NA
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male
Basic NPT F

Part No. in. Hex
-1-MT 1/16 0.66 [16.8] 0.12 [3] 3/8 9500 [655] 4750 [327]

-2-MT 1/8 0.76 [19.3] 0.19 [4.8] 7/16 9100 [627] 4550 [314]

-4-MT 1/4 1.09 [27.7] 0.28 [7.1] 9/16 7500 [517] 3750 [259]

-6-MT 3/8 1.22 [31] 0.38 [9.7] 11/16 7200 [496] 3600 [248]

-8-MT 1/2 1.47 [37.3] 0.47 [11.9] 7/8 5800 [400] 2900 [200]

-12-MT 3/4 1.59 [40.4] 0.62 [15.7] 1-1/16 6400 [441] 3200 [221]

-16-MT 1 1.97 [50] 0.88 [22.4] 1-3/8 4600 [317] 2300 [159]

RELYLOK P - Male
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-MT 1/16 0.66 [16.8] 0.12 [3] 3/8 9500 [655] 4750 [327]

-2PT-MT 1/8 0.76 [19.3] 0.19 [4.8] 7/16 9100 [627] 4550 [314]

-4PT-MT 1/4 1.09 [27.7] 0.28 [7.1] 9/16 7500 [517] 3750 [259]

-6PT-MT 3/8 1.22 [31] 0.38 [9.7] 11/16 7200 [496] 3600 [248]

-8PT-MT 1/2 1.47 [37.3] 0.47 [11.9] 7/8 5800 [400] 2900 [200]

-12PT-MT 3/4 1.59 [40.4] 0.62 [15.7] 1-1/16 6400 [441] 3200 [221]

-16PT-MT 1 1.97 [50] 0.88 [22.4] 1-3/8 4600 [317] 2300 [159]

Pipe Tees

Male NPT

in. [mm] in. [mm] SS & CS Brass

Male BSP/ISO taper (PT)

Max. Working Pressure
H E psig [bar]

See Ordering Information and Technical Specifications on page 2.

Max. Working Pressure
psig [bar]

SS & CS Brass
H

in. [mm]
E

in. [mm]
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female & 
Basic Male NPT F

Part No. in. Hex
-1-BT 1/16 0.66 [16.8] 0.72 [18.3] 0.12 [3] 9/16 7700 [531] 3850 [265]

-2-BT 1/8 0.66 [16.8] 0.78 [19.8] 0.19 [4.8] 9/16 5500 [379] 2750 [190]

-4-BT 1/4 0.88 [22.4] 1.09 [27.7] 0.28 [7.1] 3/4 5600 [386] 2800 [193]

-6-BT 3/8 1.02 [25.9] 1.22 [31] 0.38 [9.7] 7/8 5000 [345] 2500 [172]

-8-BT 1/2 1.23 [31.2] 1.47 [37.3] 0.47 [11.9] 1-1/16 4500 [310] 2250 [155]

-12-BT 3/4 1.36 [34.5] 1.59 [40.4] 0.62 [15.7] 1-5/16 3500 [241] 1750 [121]

-16-BT 1 1.63 [41.4] 1.97 [50] 0.88 [22.4] 1-5/8 3900 [269] 1950 [134]

-20-BT 1-1/4 1.70 [43.2] 2.38 [60.5] 1.09 [27.7] 1-7/8 3100 [214] 1550 [107]

RELYLOK P - Female & 
Basic Male BSPT/ISOT F

Part No. in. Hex
-1PT-BT 1/16 0.66 [16.8] 0.72 [18.3] 0.12 [3] 9/16 7700 [531] 3850 [265]

-2PT-BT 1/8 0.66 [16.8] 0.78 [19.8] 0.19 [4.8] 9/16 5500 [379] 2750 [190]

-4PT-BT 1/4 0.88 [22.4] 1.09 [27.7] 0.28 [7.1] 3/4 5600 [386] 2800 [193]

-6PT-BT 3/8 1.02 [25.9] 1.22 [31] 0.38 [9.7] 7/8 5000 [345] 2500 [172]

-8PT-BT 1/2 1.23 [31.2] 1.47 [37.3] 0.47 [11.9] 1-1/16 4500 [310] 2250 [155]

-12PT-BT 3/4 1.36 [34.5] 1.59 [40.4] 0.62 [15.7] 1-5/16 3500 [241] 1750 [121]

-16PT-BT 1 1.63 [41.4] 1.97 [50] 0.88 [22.4] 1-5/8 3900 [269] 1950 [134]

-20PT-BT 1-1/4 1.70 [43.2] 2.38 [60.5] 1.09 [27.7] 1-7/8 3100 [214] 1550 [107]

Branch Tees

See Ordering Information and Technical Specifications on page 2.

in. [mm] in. [mm] in. [mm] SS & CS Brass

Max. Working Pressure
H H1 E

H
in. [mm]

Female to Male BSP/ISO taper (PT)

Female to Male NPT

psig [bar]

H1
in. [mm]

E
in. [mm]

Max. Working Pressure
psig [bar]

SS & CS Brass
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female & 
Basic Male NPT F

Part No. in. Hex
-1-ST 1/16 0.66 [16.8] 0.72 [18.3] 0.12 [3] 9/16 7700 [531] 3850 [265]

-2-ST 1/8 0.66 [16.8] 0.78 [19.8] 0.19 [4.8] 9/16 5500 [379] 2750 [190]

-4-ST 1/4 0.88 [22.4] 1.09 [27.7] 0.28 [7.1] 3/4 5600 [386] 2800 [193]

-6-ST 3/8 1.02 [25.9] 1.22 [31] 0.38 [9.7] 7/8 5000 [345] 2500 [172]

-8-ST 1/2 1.23 [31.2] 1.47 [37.3] 0.47 [11.9] 1-1/16 4500 [310] 2250 [155]

-12-ST 3/4 1.36 [34.5] 1.59 [40.4] 0.62 [15.7] 1-5/16 3500 [241] 1750 [121]

-16-ST 1 1.63 [41.4] 1.97 [50] 0.88 [22.4] 1-5/8 3900 [269] 1950 [134]

-20-ST 1-1/4 1.70 [43.2] 2.38 [60.5] 1.09 [27.7] 1-7/8 3100 [214] 1550 [107]

RELYLOK P - Female & 
Basic Male BSPT/ISOT F

Part No. in. Hex
-1PT-ST 1/16 0.66 [16.8] 0.72 [18.3] 0.12 [3] 9/16 7700 [531] 3850 [265]

-2PT-ST 1/8 0.66 [16.8] 0.78 [19.8] 0.19 [4.8] 9/16 5500 [379] 2750 [190]

-4PT-ST 1/4 0.88 [22.4] 1.09 [27.7] 0.28 [7.1] 3/4 5600 [386] 2800 [193]

-6PT-ST 3/8 1.02 [25.9] 1.22 [31] 0.38 [9.7] 7/8 5000 [345] 2500 [172]

-8PT-ST 1/2 1.23 [31.2] 1.47 [37.3] 0.47 [11.9] 1-1/16 4500 [310] 2250 [155]

-12PT-ST 3/4 1.36 [34.5] 1.59 [40.4] 0.62 [15.7] 1-5/16 3500 [241] 1750 [121]

-16PT-ST 1 1.63 [41.4] 1.97 [50] 0.88 [22.4] 1-5/8 3900 [269] 1950 [134]

-20PT-ST 1-1/4 1.70 [43.2] 2.38 [60.5] 1.09 [27.7] 1-7/8 3100 [214] 1550 [107]

See Ordering Information and Technical Specifications on page 2.

in. [mm] in. [mm] in. [mm] SS & CS Brass

Female to Male BSP/ISO taper (PT)

Max. Working Pressure
H H1 psig [bar]E

in. [mm] in. [mm] in. [mm] SS & CS Brass
E

Street Tees

Female to Male NPT

Max. Working Pressure
H H1 psig [bar]

32 www.relylok.com



Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female
Basic NPT F

Part No. in. Hex
-1-CS 1/16 0.50 [12.7] 0.25 [6.4] 7/16 7000 [483] 3500 [241]

-2-CS 1/8 0.66 [16.8] 0.34 [8.6] 9/16 5500 [379] 2750 [190]

-4-CS 1/4 0.88 [22.4] 0.45 [11.4] 3/4 5600 [386] 2800 [193]

-6-CS 3/8 1.02 [25.9] 0.59 [15] 7/8 5000 [345] 2500 [172]

-8-CS 1/2 1.23 [31.2] 0.73 [18.5] 1-1/16 4500 [310] 2250 [155]

-12-CS 3/4 1.36 [34.5] 0.94 [23.9] 1-3/8 3500 [241] 1750 [121]

-16-CS 1 1.63 [41.4] 1.17 [29.7] 1-5/8 3900 [269] 1950 [134]

-20-CS 1-1/4 1.70 [43.2] 1.50 [38.1] 1-7/8 3100 [214] 1550 [107]

-24-CS 1-1/2 2.08 [52.8] 1.73 [43.9] 2-1/2 2500 [172] 1250 [86]

-4-CS-XK 1/4 1.23 [31.2] 0.45 [11.4] 1-1/16

-8-CS-XK 1/2 1.63 [41.4] 0.73 [18.5] 1-5/8

RELYLOK P - Female
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-CS 1/16 0.50 [12.7] 0.25 [6.4] 7/16 7000 [483] 3500 [241]

-2PT-CS 1/8 0.66 [16.8] 0.34 [8.6] 9/16 5500 [379] 2750 [190]

-4PT-CS 1/4 0.88 [22.4] 0.45 [11.4] 3/4 5600 [386] 2800 [193]

-6PT-CS 3/8 1.02 [25.9] 0.59 [15] 7/8 5000 [345] 2500 [172]

-8PT-CS 1/2 1.23 [31.2] 0.73 [18.5] 1-1/16 4500 [310] 2250 [155]

-12PT-CS 3/4 1.36 [34.5] 0.94 [23.9] 1-3/8 3500 [241] 1750 [121]

-16PT-CS 1 1.63 [41.4] 1.17 [29.7] 1-5/8 3900 [269] 1950 [134]

-20PT-CS 1-1/4 1.70 [43.2] 1.50 [38.1] 1-7/8 3100 [214] 1550 [107]

-24PT-CS 1-1/2 2.08 [52.8] 1.73 [43.9] 2-1/2 2500 [172] 1250 [86]

-4PT-CS-XK 1/4 1.23 [31.2] 0.45 [11.4] 1-1/16

-8PT-CS-XK 1/2 1.63 [41.4] 0.73 [18.5] 1-5/8

H E psig [bar]
in. [mm] in. [mm] SS & CS Brass

Pipe Crosses

Female NPT

Max. Working Pressure
H E psig [bar]

in. [mm] in. [mm] SS & CS Brass

10000 psig [689 bar]

10000 [688] NA

Female BSP/ISO taper (PT)

Max. Working Pressure

10000 psig [689 bar]

10000 [689] NA

See Ordering Information and Technical Specifications on page 2.
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Female
Basic NPT F

Part No. in. Hex
-1-CP 1/16 0.50 [12.7] 7/16 7500 [517] 3750 [259]

-2-CP 1/8 0.75 [19.1] 9/16 6400 [441] 3200 [221]

-4-CP 1/4 0.91 [23.1] 3/4 6600 [455] 3300 [228]

-6-CP 3/8 1.03 [26.2] 7/8 5300 [365] 2650 [183]

-8-CP 1/2 1.34 [34] 1-1/16 5200 [359] 2600 [179]

-12-CP 3/4 1.44 [36.6] 1-3/8 4300 [296] 2150 [148]

-16-CP 1 1.62 [41.1] 1-5/8 4500 [310] 2250 [155]

-20-CP 1-1/4 2.00 [50.8] 2-1/8 3000 [207] 1500 [103]

-24-CP 1-1/2 2.06 [52.3] 2-3/8 2400 [165] 1200 [83]

-32-CP 2 2.17 [55.1] 2-7/8 1800 [124] 900 [62]

-4-CP-XK 1/4 1.11 [28.2] 1

-8-CP-XK 1/2 1.58 [40.1] 1-1/2

RELYLOK P - Female
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-CP 1/16 0.50 [12.7] 7/16 7500 [517] 3750 [259]

-2PT-CP 1/8 0.75 [19.1] 9/16 6400 [441] 3200 [221]

-4PT-CP 1/4 0.91 [23.1] 3/4 6600 [455] 3300 [228]

-6PT-CP 3/8 1.03 [26.2] 7/8 5300 [365] 2650 [183]

-8PT-CP 1/2 1.34 [34] 1-1/16 5200 [359] 2600 [179]

-12PT-CP 3/4 1.44 [36.6] 1-3/8 4300 [296] 2150 [148]

-16PT-CP 1 1.62 [41.1] 1-5/8 4500 [310] 2250 [155]

-20PT-CP 1-1/4 2.00 [50.8] 2-1/8 3000 [207] 1500 [103]

-24PT-CP 1-1/2 2.06 [52.3] 2-3/8 2400 [165] 1200 [83]

-32PT-CP 2 2.17 [55.1] 2-7/8 1800 [124] 900 [62]

-4PT-CP-XK 1/4 1.11 [28.2] 1

-8PT-CP-XK 1/2 1.58 [40.1] 1-1/2

BrassSS & CS
psig [bar]

Female BSP/ISO taper (PT)

A
in. [mm]

10000 psig [689 bar]

10000 [689] NA

See Ordering Information and Technical Specifications on page 2.

in. [mm] SS & CS Brass
A psig [bar]

Max. Working Pressure

10000 psig [689 bar]

10000 [689] NA

Pipe Caps

Female NPT

Max. Working Pressure
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male
Basic NPT F

Part No. in. Hex
-1-HP 1/16 0.54 [13.7] 3/8 10500 [724] 5250 [362]

-2-HP 1/8 0.56 [14.2] 7/16 9700 [669] 4850 [334]

-4-HP 1/4 0.75 [19.1] 9/16 8000 [552] 4000 [276]

-6-HP 3/8 0.78 [19.8] 11/16 7600 [524] 3800 [262]

-8-HP 1/2 0.97 [24.6] 7/8 7000 [483] 3500 [241]

-12-HP 3/4 1.06 [26.9] 1-1/16 6800 [469] 3400 [234]

-16-HP 1 1.25 [31.8] 1-3/8 4900 [338] 2450 [169]

-20-HP 1-1/4 1.34 [34] 1-3/4 3200 [221] 1600 [110]

-24-HP 1-1/2 1.50 [38.1] 2-1/8 2600 [179] 1300 [90]

-32-HP 2 1.72 [43.7] 2-3/4 2000 [138] 1000 [69]

RELYLOK P - Male
Basic BSPT/ISOT F

Part No. in. Hex
-1PT-HP 1/16 0.54 [13.7] 3/8 10500 [724] 5250 [362]

-2PT-HP 1/8 0.56 [14.2] 7/16 9700 [669] 4850 [334]

-4PT-HP 1/4 0.75 [19.1] 9/16 8000 [552] 4000 [276]

-6PT-HP 3/8 0.78 [19.8] 11/16 7600 [524] 3800 [262]

-8PT-HP 1/2 0.97 [24.6] 7/8 7000 [483] 3500 [241]

-12PT-HP 3/4 1.06 [26.9] 1-1/16 6800 [469] 3400 [234]

-16PT-HP 1 1.25 [31.8] 1-3/8 4900 [338] 2450 [169]

-20PT-HP 1-1/4 1.34 [34] 1-3/4 3200 [221] 1600 [110]

-24PT-HP 1-1/2 1.50 [38.1] 2-1/8 2600 [179] 1300 [90]

-32PT-HP 2 1.72 [43.7] 2-3/4 2000 [138] 1000 [69]

See Ordering Information and Technical Specifications on page 2.

in. [mm] SS & CS Brass

Male BSP/ISO taper (PT)

Max. Working Pressure
A psig [bar]

in. [mm] SS & CS Brass

A psig [bar]

Pipe Plugs

Male NPT

Max. Working Pressure
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Instrumentation Pipe and Adapter Fittings

RELYLOK P - Male
Basic BSPP/ISOP F

Part No. in. Hex
-2PS-HP 1/8 0.55 [14] 9/16 9100 [627] 4550 [314]

-4PS-HP 1/4 0.78 [19.8] 3/4 7500 [517] 3750 [259]

-6PS-HP 3/8 0.78 [19.8] 7/8 7200 [496] 3600 [248]

-8PS-HP 1/2 0.99 [25.1] 1-1/16 6600 [455] 3300 [228]

-12PS-HP 3/4 1.13 [28.7] 1-1/4 6400 [441] 3200 [221]

-16PS-HP 1 1.21 [30.7] 1-5/8 4600 [317] 2300 [159]

-20PS-HP 1-1/4 1.34 [34] 1-3/4 3000 [207] 1500 [103]

-24PS-HP 1-1/2 1.50 [38.1] 2-1/8 2400 [165] 1200 [83]

-32PS-HP 2 1.72 [43.7] 2-3/4 1800 [124] 900 [62]

RELYLOK S - Male
Basic SAE/MS F

Part No. in. Hex
-4S-HP 7/16-20 0.67 [17] 3/8 7200 [496] 3600 [248]

-6S-HP 9/16-18 0.73 [18.5] 7/16 7200 [496] 3600 [248]

-8S-HP 3/4-16 0.80 [20.3] 9/16 7200 [496] 3600 [248]

-12S-HP 1 1/16-12 1.09 [27.7] 11/16 7200 [496] 3600 [248]

-16S-HP 1 5/16-12 1.13 [28.7] 7/8 6600 [455] 3300 [228]

See Ordering Information and Technical Specifications on page 2.

PS designated BSP/ISO parallel threads require a gasket for sealing. See page 36 for PS gaskets.

in. [mm] SS & CS Brass

Plugs

Male SAE/MS (S)

Max. Working Pressure
A psig [bar]

in. [mm] SS & CS Brass

A psig [bar]

Pipe Plugs

Male BSP/ISO parallel (PS)

Max. Working Pressure

36 www.relylok.com



Instrumentation Pipe and Adapter Fittings

P - Male
BSPP/ISOP RELYLOK

in. Part No.
1/16 SS-1-PS-VI

1/8 SS-2-PS-VI

1/4 SS-4-PS-VI

3/8 SS-6-PS-VI

1/2 SS-8-PS-VI

3/4 SS-12-PS-VI

1 SS-16-PS-VI

1-1/4 SS-20-PS-VI

1-1/2 SS-24-PS-VI

2 SS-32-PS-VI

P - Male
BSPP/ISOP RELYLOK

in. Part No.
1/4 CU-4-PG

3/8 CU-6-PG

1/2 CU-8-PG

See Ordering Information and Technical Specifications on page 2.

Provides a high pressure seal with RELYLOK PS 
designated BSP/ISO parallel threads, with an inner ring 
of FKM (Viton) bonded with 316 stainless steel. To order 
with Buna-N inner ring, replace -VI in the part number 
with -BN. Example: SS-4-PS-BN.

Provides a pressure seal with RELYLOK PG designated 
BSP/ISO parallel thread in Gauge Adapters. Standard 
material is Copper. Nickel is available on request. To 
order in nickel, replace CU in the part number with NI. 
Example: NI-4-PG.

For BSP/ISO parallel (PG) thread

PS Gasket

For BSP/ISO parallel (PS) thread

PG Gasket
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